
Table 1

Chemical Composition and Characteristics of Foroni Special Quality Oil Field Equipment Steel

U.S. GRADE CODE AISI CODE UNS CODE ASTM Numbering Ni Cr Mo S (Max) C Si (Max) Mg (Max) Ti N Cu Cb W Al+Ti P(Max) Yield Strength Hardness
PSI Maximum Rockwell C Max.

AF.410 AISI 410 S41000 A 276 and A 479 13 0.03 0.1 1 1 0.2 80,000 22
AF.420 AISI 420 S42000 A 276 and A 479 13 0.03 0.2 1 1 0.04 80,000 22
AF.17400 AISI 630 S17400 A 564 4 15.3 0.03 0.04 1 1 3.3 0.28 0.03 95,000 28
AF.F51 AISI F51 S31803 A 276, A 479 5.5 22.2 3 0.02 <0.03 1 2 0.18 0.02 105,000 33
AF.913 S41425 A 276, A 479, A 565 4.5 13 1.5-2.0 0.005 0.02 0.5 0.5-1.0 0.08 0.06 0.025 65,000
AF.918 AISI F57 S39277 A 182, A 479 7 24.5 3.8 0.002 <0.025 0.8 0.8 0.23-0.33 1.7 0.08-1.20 0.045 85,000 28
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